Superword-Level Parallelism in the Presence of Control Flow

Jaewook Shin, Mary Hall and Jacqueline Chame

Information Sciences Institute
University of Southern California
4676 Admiralty Way, Suite 1001
Marina del Rey, California 90292

{jaewook,mhall,jchame @isi.edu

Abstract borrow heavily from automatic vectorization [25, 5, 7].
More recently, Larsen and Amarasinghe demonstrated that
In this paper, we describe how to extend the conceptunique features of the architectures and the target multi-
of superword-level parallelization (SLP), used for multime- media applications suggest that a different strategy, called
dia extension architectures, so that it can be applied in the superword-level parallelizatio(SLP), can often yield more
presence of control flow constructs. Superword-level paral- effective optimization [16]. Architecturally, multimedia ex-
lelization involves identifying scalar instructions in a large tensions supporsimultaneousSIMD execution onshort
basic block that perform the same operation, and, if depen-“vectors” (128 bits on a PowerPC AltiVec), rather than
dences do not prevent it, combining them into a superword pipelinedSIMD execution oflong vectorson vector archi-
operation on a multi-word object. A key insight is that we tectures. As a consequence, in a multimedia extension ar-
can use techniques related to optimizations for architectureschitecture, initiating a parallel computation has fairly low
supporting predicated execution, even for multimedia ISAsoverhead, and can be mixed with sequential instructions in
that do not provide hardware predication. We derive large an efficient manner. On the other hand, the benefits over se-
basic blocks with predicated instructions to which SLP can quential execution are not as great on a short “vector”, and
be applied. We describe how to minimize overheads for su-whatever overheads exist must be carefully managed.
perword predicates and re-introduce control flow for scalar ~ As compared to vectorization, rather than relying on
operations. We discuss other extensions to SLP to addres$igh-level loop transformations, SLP involves packisg-
common features of real multimedia codes. We presentmorphicinstructions and their associated data into super-
automatically-generated performance results on 8 multime- words, possibly performing loop unrolling to expose par-
dia codes to demonstrate the power of this approach. Weallelism. While this approach is simple and effective, it
observe speedups ranging from 1.97X to 15.07X as com-only identifies parallelism within a basic block. The follow-

pared to both sequential execution and SLP alone. ing simple and inherently parallel loop would not be paral-
lelized:
for (i=0; i<16; i++)
1 Introduction if (a[i] '= 0)
b[i]++;

Many modern microprocessors incorporate an expandedSuperword-level parallelization in the presence of control
instruction set specifically targeting the requirements of flow is still an open issue: how to identify parallelism in
multimedia applications, with a functional unit that can op- the presence of control flow, how to best use multimedia
erate on aggregate objects to perform bit-level operations,ISA features, and how to avoid overheads that lead to per-
or SIMD parallel operations on variable-sized fields in the formance degradations as compared to scalar code. Support
object €.9.,8, 16, 32 or 64-bit fields). If the aggregate ob- for parallelizing control flow is important to multimedia ap-
jects are larger than the size of a machine word, then theyplications. As one data point, control flow appears in key
are calledsuperwordg16]. computations in 6 of the 11 codes in the UCLA Media-

Initially, the conventional wisdom was that the appropri- Bench [18], comprising on average ovH% of their ex-
ate compiler technology for multimedia extensions would ecution time.
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Figure 1. An SLP-based compiler that supports control flow.

We are developing a compiler extending MIT’s SLP 1.97X to 15.07X over sequential execution. Section 6 de-
compiler for both the PowerPC AltiVec and a research scribes related work, followed by a conclusion.
architecture called DIVA that uses processing-in-memory
technology to exploit the high memory bandwidth when 5 notivation
processing logic is combined with large amounts of mem-
ory [12, 8]. In this paper, we examine the impact of incor-
porating parallelization of control flow for multimedia ar-
chitectures. We describe our compiler implementation that
attains significant performance improvements over SLP and
sequential execution in the presence of control flow, rang-
ing from 1.97X to 15.07X for 8 multimedia codes. A key
insight in this work is that we can borrow heavily from
optimizations developed for architectures supporting wide-
issue instruction-level parallelism and predicated execution,
such as, for example, the Itanium family of processors [14],
even for architectures such as the AltiVec that do not sup-
port predication There are two reasons why similar op- flo
timization techniques can be used for these two distinct
classes of architectures:

In Figure 1, we present the collection of analyses and
transformations to exploit SLP in the presence of con-
trol flow. Analyses from the standard SLP compiler are
described in [16, 17]. We also perform the compiler-
controlled caching of [23] in two distinct phases. Super-
word level locality analysis identifies the potential for su-
perword register reuse and guides loop unrolling and unroll-
and-jam. In a later phase, superword replacement exploits
the exposed reuse by removing redundant memory accesses.
The analyses within the dashed box represent control-
w extensions beyond what is required for SLP restricted
to a basic block. Figure 2 illustrates the goals of these
analyses and transformations using the C code snippet from
Chroma Key in Figure 2(a).

e SLP and ILP optimizations operate within basic  Asshown in 2(b), the code is unrolled by a factor of four,
blocks. Control flow limits the size of basic blocks, based on the assumption that the superword register width is
and thus limits optimization opportunities. We de- sixteen bytes and the array type sizes are four bytes. Next,
rive large basic blocks with predicated instructions to if-conversionusing Park and Schlansker’s algorithm [22]
which SLP can be applied. is applied to convert control dependences into data depen-

dences. Now, associated with each instruction pgeai-

cate shown in parenthesis at the end of the instruction, that

captures the conditions that must be true for the instruction

to execute. Theset instruction initializes the value of the
predicateT andpF based on the value of the condition
represented bgomp.

After if-conversion, the loop body becomes one basic
ock of predicated instructions. A modified version of

e SLP parallelizer, which packs together isomorphic in-

structions with their predicates, derives a mix of predicated

The remainder of the paper is organized as follows. Sec-scalar and superword instructions. The resulting code is
tion 2 presents an overview of the compiler techniques re-shown in Figure 2(c). In Figure 2(d), we show how a su-
quired for SLP optimizations in the presence of control flow. perwordselect operation can be used to select individ-
Section 3 presents the two main new algorithms, based orual fields from two superword definitions according to the
related algorithms supporting ILP and predicated execution.value of a superword predicate variable. Concretely, the ef-
Section 4 describes relevant parallelization and code generfect of theselect operation tst = select(src1l,
ation issues. Section 5 presents results of the implementasrc2, mask) 7, is to assignsrc2 to dst for the fields
tion on 8 multimedia codes, yielding speedups ranging from where the correspondingask bit is 1. Otherwisesrcl

e A commonality in multimedia extension ISAs is what
we will call aselect operation for merging the re-
sults of different control flow paths. Based on the
value of a boolean superword, individual fields from
two different inputs are combined and committed to a
final result. Thusselect instructions appear similar
to predicated instructions, even though the underlying bl
hardware mechanisms to implement the two are very th
different.



for (i=0; i<1024; i++)
if (fore_blue[i] != 255)
back blue[i] = fore_blue[i];
backred[i+1] = backred([i];

(a) Original

for (i=0; i<1024; i+=4)%
v_comp = foreblueli:i+3] != (255,255,255,255);
v_pT, v_pF = v_pset(vcomp);

backblueli:i+3] = fore.blue[i:i+3]; (v-pT)
pT1, pT2, pT3, pT4 = unpack(@T);

backred[i+1] = backred[i]; (pT1)
backred[i+2] = backred[i+1]; (pT2)
backred[i+3] = backred[i+2]; (pT3)
backred[i+4] = backred[i+3]; (pT4)

(c) Parallelized

for (i=0; i<1024; i+=4)
comp = forebluel[i] = 255;
pT, pF = pset(comp);
backbluel[i] = fore_bluel[i];
backred[i+1] = backred[i];

(PT)
(PT)

(b) Unrolled and if-converted

for (i=0; i<1024; i+=4)
v_comp = foreblueli:i+3] != (255,255,255,255);
v_pT, v_pF = \_pset(vcomp);
back blue[i:i+3] = select(baclblueli:i+3], foreblue[i:i+3], v_pT)
pT1, pT2, pT3, pT4 = unpack(@T);

backred[i+1] = backred[i]; (pT1)
backred[i+2] = backred[i+1]; (pT2)
backred[i+3] = backred[i+2]; (pT3)
backred[i+4] = backred[i+3]; (pT4)

(d) Select applied

for (i=0; i<1024; i+=4Y
v_comp = forebluel[i:i+3] != (255,255,255,255);
v_pT, v_pF = v_pset(vcomp);
backblueli:i+3] = select(backblue[i:i+3], fore.blue[i:i+3], v_pT)
pT1, pT2, pT3, pT4 = unpack(pT);
if (pT1) backred[i+1] = backred[i];
if (pT2) backred[i+2] = backred[i+1];
if (pT3) backred[i+3] = backred[i+2];
if (pT4) backred[i+4] = backred][i+3];

(e) Unpredicated

Figure 2. Example illustrating steps of SLP compilation in the presence of control flow.

is assigned talst . Figure 3 shows this graphically us- Discussion. The approach described above has been
ing superwords of 4 scalar elements. Note that the effectheavily influenced by features of the ISA of the target ar-
of this transformation is to execute both control flow paths chitectures, as well as the current organization of the SLP
and select the value from the one that would have executeccompiler, where we treat the SLP pass as a black box and
in the scalar version of the code. Thus, the parallelization feed it large basic blocks for parallelization. If the target ar-
overhead includes thgelect instructions, and the cost chitecture supporteshaskedsuperword operations [24] and
of executing both paths. In Section 3.2, we describe how predicated scalar execution [22, 13], the code in Figure 2(c)
to minimize the number adelect instructions to reduce  would not need any further transformations for SLP. The
this overhead. DIVA ISA supports masked superword operations, but not
predicated execution, and the PowerPC AltiVec, the other
platform for our work, supports neither. Thus the com-
piler must eliminate the predicates on scalar instructions by
restoring control flow, and for architectures including the
AltiVec, replace the predicated superword instructions with
select instructions that achieve the same effect.

= SELECT( [2]2]2]2]. [3[3]3]3]. [1[o]1]0] ):

Figure 3. Merging two superwords using a SE-
LECT instruction

If the architecture combined SLP support and predi-

Next, we restore the control flow for the predicated scalar cation, we could adapt recently-developed algorithms by
operations, as shown in Figure 2(e). While it is straightfor- Chuang et. al. to generaphi-instructionsfrom the CFG
ward to insert control flow corresponding to the predicate of a scalar code to resolve timaultiple-definition problem
on the instruction, this strategy could result in an enormousin architectures that support predicated execution [6]. Their
amount of additional branches as compared to the originalphi-instruction is a scalar analog to the superwsgctin-
scalar code. Thus, another important optimization is min- struction. While it is possible to use the phi-predicated code
imizing the branches, with an attempt to recover as closeas an input to SLP, some scalar predicated operations would
as possible the control flow of the original scalar code, asremain and scalar control flow would nevertheless need to
described in Section 3.3. be restored in architectures such as the AltiVec.



if (b[i]<0){ Vp, Vnp = Vb < VO Vp, Vnp = Vb < VO

ali] =1 Va = V1 (Vp) Val = V1
}el sef Va = V0 (Vnp) Va = select(Va, Val, Vp)
a[i] =0; ... = Va Va2 = Vo
} Va = sel ect(Va, Va2, Vnp)
o= ali]; ... = Va
(a) scalar (b) parallelized (c) naive generation of select

internediate form

Figure 4. Merging two superword definitions

3 Algorithm into the PHG by a prior definition, in cases where multiple
control flow paths merge. Then, edges are inserted from the

In this section, we present the two analyses and codecondition nodes to the corresponding predicate nodes; in
transformation techniques outlined above. Following if- the example, there would be an edge inserted from condi-
conversion, the resulting code contains large basic blocks oftion nodecomp to predicate nodpT, and from-comp to
instructions, and in some cases, the instructions are prediPF- This process is repeated for each instruction that defines
cated. The compiler’s job is to remove these predicates. We2 Predicate. The resulting PHG permits analysis to reason
discuss how superword predicates are removed by insert&bout the relationship among predicates.

ing select operations in Section 3.2. We describe NOW pefinition 2 Two predicateg1 andp2 are mutually exclu-
scalar predicates are removed through an algorithm we callg;, ¢ if they are never simultaneously true, iyl A p2 =
unpredicatan Section 3.3. Prior to these descriptions, we False. e
introduce a few definitions in Section 3.1.
To find if two given predicatepl andp2 are mutually ex-
3.1 Definitions clusive, the PHG is traversed back\_/vard al_ong all pgth_s from
pl andp2. Then, a set afnerge nodets obtained by picking

Since SLP relies on if-conversion, there is a lot of simi- the node where two backward traversals first mpetand

larity between the techniques described in this paper, andpf aredm2utually e?cluswe i tIWO backwarccjj traversalllls from
those used to compile for architectures supporting predi-? andp2 merge from complementary edges at all merge

cated execution. Thus, we borrow several concepts fromnOdeS

Mabhlke’s work, defined as follows [20]. Definition 3 A predicatep is said to becoveredby a set of

o _ _ _ ~ predicatesG if p = true = 3p’ € G such thap’ = true.
Definition 1 A predicate hierarchy graph(PHG) is a di-

rected acyclic graph representing nesting relations among For a given instructiod associated with a predicae its

predicates in a predicated basic block (after if-conversion Predicate-covering predecessor instructions are obtained by
has been applied). scanning backward the given instruction sequence. An in-

struction I’ associated with a predicaj is a predicate-
A PHG consists of two types of nodepredicate nodes  covering predecessor dfif p andp’ are not mutually ex-
andcondition nodesand is constructed as follows. Start- clusive and’ is not already marked as covered in the PHG.
ing with a single predicate node, each instruction is exam-After placing I’ into a predicate-covering predecessor set
ined in textual order. For each instruction that defines pred-of I, p" is marked asoveredin the PHG and the newly
icates, such as, for examppl, pF = pset(comp) covered predicate is propagated in the PHG to mark other
(pParent);  above, at most two condition nodes are cre- covered predicates.
ated, representing the true and false values of a compariso
For this example, condition nodesmp and—-comp would
be created. Edges are inserted from the predicate node foBasic block ifp andy’ are not mutually exclusive and is

Fhe predicate guarding the instruction to the condl_tlon nodesnot covered by any subset of predicates guarding instruc-
just created; for the example, edges from predicate node

. tions betweew andu.
pParent to condition nodesomp and—comp are added.
Predicate nodes representmf andpF are also created, if  In other wordsd reaches. if d is a predicate-covering pre-
they do not already exist. They may have been introduceddecessor of:.

"Definition 4 A definition d guarded by a predicatep
reaches later useu guarded by a predicatg’ in the same



3.2 Eliminating superword predicates ing definition (Definition 4), we build DU-chains for the su-
perword definitions and UD-chains for the corresponding
In this section, we show how to remove superword predi- uses as shown in AlgorithrBEL of Figure 5. Although
cates while preserving the semantics of the original programthe PHG involves both scalar and superword predicate vari-
through the use o$electoperations. Figure 4(a) shows ables, only superword variables are included in the DU-
an example sequential code. After if-conversion and paral-chains and UD-chains. To correctly handf@wvard exposed
lelization, the control flow is removed and some instructions usesall variables are assumed to be defined on entry of the
are guarded by superword predicates shown in parentheselasic block, and these definitions are included when appro-
as in Figure 4(b). The first instruction defines a superword priate in the DU-chains and UD-chains. In this way, the
predicatéd/p and its complemeritnp. Afield of Vpis setto compiler can generate a select instruction when there is an
true if the result of the comparison is true, and the fields of upward exposed use.
Vnp are set to the complement of the corresponding fields The main loop of the algorithrBEL examines each in-
of Vp. To generate the final code, it is incorrect to sim- struction in textual order. An instruction with definitiah
ply remove the superword predicates; for example, the firstneeds a select instructiondfreaches at least one usé¢hat
definition of Va would be killed by the second definition. is also reached by an earlier definitidn If a definitiond
Instead, we rename the second definition and uselect is the only definition reaching all its reachable uses, it needs
instruction to merge their values into one superword vari- not be combined with anything. Figure 4(c) illustrates this
able as shown in Figure 4(c). point. The first select instruction is not necessary.
Excluding store instructions, this algorithm generates the
Algorithm SEL :‘Given a sequence of pre(_iicated_instructions IN,_remove minimal number of select instructions. Giverdefinitions
superword predicates from all superword instructions by generagtegt . . . .
instructions. to be combined, this algorithm generaies- 1 select in-
structions. The minimality can be proven by reducing the

Build a predicate hierarchy graph(PHG) definitions to leaf nodes of a full binary tree.

DU-chain and UD-chain are built based on Definition 4 using IN and PHG
for each definitiond : V' = s1 ops2 (P)
NeedSelect— false 3.3 Unpredicate
for each useu € DU-chain(d)
if (3 definitiond; € UD-chain(u) such tha#, precedesl in basic block )
NeedSelect— true After superword predicates are removed and replaced

_ remove the predicate af with select instructions, the code may still contain pred-
if (NeedSelect == true)

renameV’ to r in d so thatd : r = s1 Op sa icated scalar operations. The simplest way of removing
remove the predicat® of d scalar predicates is to convert each predicated instruction
Insert ‘dnew: V = selecty’, r, P)" afterd _ into anif -statement containing one statement, as in the ex-
Replaced andd with dyc., in UD-chain and DU-chain. ample code in Figure 6(b). While correct, the code contains

numerous redundant conditional branches, six in this case.
Figure 7 presents our algorithm that generates the con-
trol flow graph(CFG) representing the improved code as
shown in Figure 6(c), given input instruction sequence IN.
Figure 5 presents the algorithm that generates the mini-The main algorithm, called UNP, is shown in Figure 7(a).
mum number of select instructions required to preserve theln addition to deriving the final control flow graph, UNP
original program’s behavior. A select instruction is required derives as an intermediate result a reordered instruction se-
for some but not all definitions of superword variables, as quence IN.
will be discussed below. UNP starts by building a predicate hierarchy graph,
Given a parallelized code with instructions guarded by PHG. Note that this is not the same PHG from the previ-
predicates, we first build a predicate hierarchy graph (PHG) ous section, which contained a mix of superword and scalar
as defined in Section 3.1 [20]. At this stage, instructions predicates. The superword predicates have been eliminated
guarded by both scalar predicates and superword predicateand replaced witlselectoperations. Only scalar predicates
can be intermixed. For clarity, the reader can assume thatremain in the new predicate hierarchy graph. UNP also con-
the PHG discussed in this section contains only superwordstructs a data dependence graph for instruction sequence
predicates. Our implementation actually has separate PHG4N, capturing the ordering constraints on the instruction se-
for superword and scalar predicates, with connections be-quence.
tween the two graphs. Subsequently, UNP initializes the CFG with a root node
The algorithm relies on both the PHG and use-definition associated with a null predicate PO. The main loop iterates
(UD) chains [1], extended in Definition 4 to consider the ef- through the input instruction sequence IN. First, we find
fects of predication. Using the PHG and the notion of reach- a set of existing basic blocks where it is safe to insert the

Figure 5. An algorithm to generate  selectin-
structions



if(pX

bred[i] = fred;
bgreen([i] = fgreen;
bred[i] = fred; P) if(p == 1) bred[i] = fred; bblue[i] = fblue;
bred[i] = 100; 6p) if(p == 0) bred][i] = 100; Yelse(
bgreen[i] = fgreen;  (p) if(p == 1) bgreen([i] = fgreen; bred[i] = 100;
bgreen[i] = 100; tp) if(p == 0) bgreen[i] = 100; bgreen[i] = 100;
bblue[i] = fblue; ) if(p == 1) bblue[i] = fblue; bblue[i] = 100;
bbluel[i] = 100; Gp) if(p == 0) bbluel[i] = 100; }
(a) Predicated scalar code (b) Naive unpredicate applied (c) Improved

Figure 6. Restoring control flow

given instruction. An instructiod guarded by predicat® 4 Parallelization and Code Generation

can be inserted in basic blodk associated with predicate

P’ if P = P’ and there is no data dependence preventing In this section, we discuss additional implementation ex-
insertion of! into B. If the set is not empty, the instruction tensions to SLP beyond the two algorithms in Section 3 re-
1 is inserted at the end of the earliest such basic blBck  quired to obtain the results in the next section.

Also, in the input instruction sequené®’, I is moved next

to instruction/’ that is the immediate prior instruction s\ Type conversions. A common feature of multimedia ap-
Although we have already processkdnovingitinthe in- — piications is type size conversion, particularly to promote
struction sequence will facilitate finding predicate covering small data types before or after arithmetic operations. In the
basic blocks in Algorithm PCB for subsequent instructions original SLP compiler, if an operation is to be performed
in the stream. If the instruction cannot be inserted into any o, two superwords whose element’s type sizes are differ-
existing basic block, we create a new basic blatiand/ ent, the elements of the superword with the smaller type
is placed intaB’. size is unpacked into a set of scalar variables, the type con-
version is applied to the scalar variables, and the converted
elements are packed into a set of superwords. Type size
conversion is more difficult on superwords than scalar data

When a new basic bloclB’ is created by Algorithm  types, due to alignment issues, instruction set limitations
NBB, the predicate covering basic block algorithm (PCB) is and the impact on parallelization. We have extended SLP
used to find a set of predecessorgf Whereas Mahlke’s ~ such that to the extent possible type conversions are per-
predicate CFG generatacans forward to find a set of suc- formed in parallel. On the AltiVec, the available instruc-
cessors, we scan the input instruction sequence backwar§ons supporting type conversion convert to fields that are
to find predecessor instructions whose predicates cover théalf or double the size. Type size conversions of a factor
predicate of the given instruction. Since the instructions in larger than two must be broken into multiple conversions.
the input instruction sequence are processed Sequentia”yThE alignment offset of the destination variable is adjusted
all predecessor instructions chosen must have been inserteliom that of the source variables. Predicate variables also
already. By keeping a pointer from the inserted instruc- May require type conversions so that they match the size
tions to the basic blocks, the predecessor basic blocks f0|0f the destination variable of the instruction being guarded.
the new basic block are identified. We create a CBW’ In our benchmarks in the next SeCtI(MIPEGZ-dIStl and
of predicate hierarchy gragPHG so that we may markcov-  EPIC-unquantize  have type size conversions.
ering predicates during the search for the appropriate basic
blocks to connect to the new basic block in the interme- Reductions. A reductionoperation consists of obtaining
diate CFG. The functiodoes _cover(P’, P, PHG’) a single element by combining the elements of a vector or
checks if P’ coversP in PHG'. If P’ is not marked yet array, that is, it reduces the vector or array to one element.
in PHG' and P’ is not mutually exclusive with P, the func- It appears as a scalar data dependence to the original SLP
tion returngrue. The functionmark(PHG’, P’)  places compiler, and is not parallelized. Of the eight benchmarks
a mark on a predicate nod®’ in PHG' as covered and used in the experiments presented in sectiofi &, MAX
checks if the predecessor nodes and the successor nodes MPEG2-distl andGSM-Calculation  have reduction
P’ are also covered as a result of marking. If a node is newly operations. Our implementation extends SLP to support re-
marked, this process is recursively applied to the neighborsductions similar to the standard code generation for reduc-
of the node. The functiors _covered(PHG’, P)  ex- tions in multiprocessors. We create as many private copies
aminesPHG' and returngrueif P is marked as covered. of the reduction variable as will fit in a superword. Instead



Algorithm UNP : Given a sequence of predicated instructions IN, introduce
control flow into the instruction sequence after removing predicates.

PHG «— Build a predicate hierarchy graph
DG « Build a data dependence graph
CFG < new basic block(P0) / root node
for eachinstruction l€ IN in textual order
B «— {basic block b V basic blockh’ € CFG
(b’ is reachable frond in CFG) =
(A an instruction!’” € b’ such thatl is dependent oti’)}

if (B==0)
B — NBECFG, PHG, |, IN)
else

Move |in IN to next to the last instruction of the
earliest basic block in B
Insert | to end of the earliest basic blockclB
return CFG

(a) UNPredicate main

Algorithm NBB : Given an instructions |, predicate hierarchy graph PHG,

of assigning each private copy to a coarse grain computa-
tion, different private copies are assigned to each consec-
utive iteration in a round robin fashion so that the private
copies are packed into one superword and reduction opera-
tions are done in parallel when the loop is unrolled. Outside
the parallel loop, the private copies are unpacked and com-
bined into the original reduction variable sequentially.

Unaligned Memory References. The SLP algorithm
packs instructions starting from memory references. Two
memory references are packed if they are adjacent to each
other and they access a constant offset with respect to super-
word size. Thus, when the start address of a memory refer-
ence is unknown or the address is not constant with respect
to superword size, it cannot be packed. We loosen these re-
guirements so that two memory references can be packed
as long as they are adjacent. As a result, the address of a
superword memory reference can be onal@hned to zero
offset aligned to non-zero offsetr unaligned Depending

on the kind of alignment, our implementation generates a
simple aligned load, a static alignment with two loads, or a

the current control flow graph CFG, and predicated input code IN, generatedynamic alignment for an unknown alignment. To optimize

a new basic block in CFG.

P «— predicate of |
b — new basic block(P)
B — PCHP, PHG, CFG, IN, I)
foreachd’ € B

generate an edge frob to b
return b

(b) Create a new basic block

Algorithm PCB: Given a predicate P, predicate hierarchy graph PHG, the
current control flow graph CFG, predicated input code IN, and an instruc-
tion I, return a set of basic blocks that are predecessors of I.

RET— 0
PHG’ +— PHG
I" «— l.previous
while I' 2 NULL
P’ — I'.predicate
if (does _cover (P’, P, PHG’) == TRUE)
RET «— RETU I'.block
PHG’ — mark (PHG’, P’)
if (is -covered (PHG’, P) == TRUE)
return RET
I' — I.previous

RET — RETU {ROOT}
return RET

(c) Predicate covering basic blocks

Figure 7. Unpredicate Algorithm

the cost of packing, we use a technigque we have developed
calledprepackingo group desired instructions together, the
details of which are beyond the scope of this paper.

5 Experimental Results

This section presents performance data obtained by ap-
plying the algorithm presented in Section 3 to eight com-
putational kernels. This section describes the compiler im-
plementation, experimental environment, the kernels used
in the experiments and an evaluation of the results.

5.1 Benchmarks and Implementation

Table 1 describes the eight benchmarks used in
the experiments, often found in multimedia and ap-
plications. Three of the codesMPEG2-distl ,
EPIC-unquantize and GSM-Calculation are in-
dividual functions from three codes in the UCLA Me-
diaBench. MPEG2-distl , EPIC-unquantize and
GSM-Calculation  take 55 %, 25 % and 49 % of the run
time in MPEG2encoderEPIC decoder andsSMencoder,
respectively. Since this paper focuses on parallelizing loops
in the presence of control flow, each benchmark contains at
least one conditional.

5.2 Methodology

The Stanford SUIF compiler is the underlying infrastruc-
ture [11] for our implementation. We have implemented the



| Name | Description | DataWidth | Input Size
Chroma Chroma keying of two images 8-bit character| Large: 400x 431 color image(1 MB)
Small: 48x 48 color image(12 KB)
Sobel Sobel edge detection 16-bit integer | Large: 1024x 768 gray scale image(3 MB)
Small: 1024x 4 gray scale image(16 KB)
™ Template matching 32-bitinteger | Large: 64x 64 image, 72 3% 32 templates(1.4 MB)
Small: 16x 64 image, 1 16x 32 templates(10 KB)
Max Max value search 32-hit float Large: 2 100x 256 x 256(52 MB)
Small: 2 8x 256 (16 KB)
transitive Shortest path search 32-bitinteger | Large: 2 1024x 1024 (8 MB)
Small: 2 16x 16 (2 KB)
MPEG2-distl MPEG2 encoder 8-bit character| Large: data blocks for the first 1000 calls (11 MB)
(dist1 function) 32-bitinteger | Small: data blocks for the first 2 calls(22 KB)
EPIC-unquantize| EPIC(Efficient Pyramid Image Coder) 16-bit integer | Large: reference input (393 KB)
(unquantizeimage of unepic) 32-bit integer | Small: first 4 calls (6 KB)
GSM-Calculation | GSM(Global System for Mobile Communication)| 16-bit integer | Large: reference input (1.1 MB)
(Calculationof_the LTP_parameters of gsmencode) 32-bit integer | Small: first 50 calls (16 KB)

Table 1. Benchmark programs

components inside the dotted line of Figure 1 and integratedtogether may result in much better performance for large
them in SUIF. The output from the SUIF portion of the sys- data sets.

tem is an optimized C program, augmented with special su- The SLP-CE versions of Chroma. Sobel  and
perword data types and operations. The resulting code ISEPIC-unquantize all effectively exploit the parallelism

compiled by a GCC (version 2.95) backend which has been_ . : o
L .~ available in these kernels, yielding speedups of more than
modified to support superword data types and operations

for the PowerPC Altivec. The resulting optimized kernels Sézclaﬁlsén tﬁgrt(;c;;rj[ thee Sligéoz)fs?ﬁjd:pegﬂ;zmz ';’ bits
are executed on a 533 MHz Macintosh PowerPC G4, which yp b '

has a superword register file with 32 128-bit registers, a 32xgIrfjhoreesrgltti?)r:r']rh%lGMo;er?;Ir?gifivoen 8_b'tMOF?§ étzs_é)igtrlsuper-
KByte L1 cache and an 1 MByte L2 cache. P ’ ' '

Fiqure 8 illustrates the experimental flow The and GSM-Calculation show more modest speedups.
g : pert " .. MPEG2-distl , TMandGSM-Calculation  have a re-
Baseline version of each kernel is its corresponding ini- . : o N
: . L A X duction. INMPEG2-dist1 , initialization and finalization
tial sequential code. Th&LP version is derived using

MIT's SLP compiler. VersionSLP-CF represents the fi- remain inside a loop body since the reduction variable is

nal optimized code aenerated usina SLP plus the new o _used as the test for loop ex8obel andTMalso have per-
1al opt 9 . 9 piu Ptormance loss due to unaligned memory accesses. We also
timization passes corresponding to our algorithm. All pro-

grams were compiled by the extended GCC backend withObserVe that for the provided input data set sizklhas a
optimization flag-03 very low number of true values for the branch parallelized

by SLP-CF. While in sequential execution the code would
branch around the core computation,3bP-CF it must
perform the computation on every iteration and merge with
Sprior results using aelectoperation. This additional com-
putation over sequential execution reduces the benefit of the
Parallelization. The computation iBSM-Calculation

Is not fully parallelized due to a scalar dependence, but a
set of statements between the control flow constructs, rep-
resenting a loop that was manually unrolled, is parallelized
by bothSLP andSLP-CF. Even though the code within the
control flow construct is not parallelized, the use of predi-
cation allowed our compiler to exploit parallelism across
what would have been multiple basic blocks, resulting in a
%it higher speedup fd8LP-CF.

5.3 Performance Measurements

Figures 9(a) and 9(b) show speedups of the eight kernel
with respect to their baseline versions for two different data
set sizes. In Figure 9(a), we use the standard data inpu
size for each kernel, whose footprint is much larger than
the L1 cache size. A smaller data set size that fits in L1
cache is used for the results in Figure 9(b), to help isolate
the potential gains frorBLP-CF (or SLP) from the effects
of the memory behavior of the kernels. For reference, we
also show the results &LP for both data set sizes.

For the large data set sizes of Figure 9(a), the speedup
achieved bySLP-CF range from 1.10X to 2.62X, with an
average of 1.65X. All kernels show significantly increased  Other thanGSM we see that the origingLP results
speedups for the smaller data input sizes, ranging fromdo not speed up at all over sequential execution, and for
1.97X to 15.07X, with an average of 5.19X. These results Max show a significant degradation. The main reason for
suggest that applying locality optimizations aBtdP-CF this is that SLP is unable to explainy parallelism in the
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Figure 8. Experimental flow

presence of control flow. In addition, there is some over- stead of a vector of all Os or all 1s, the superword select
head introduced by the SUIF compiler passes leading upcan be incorrect if scalar boolean variables are packed into
to SLP, particularly its code transformations related to dis- a superword and used in selects. Further, locality effects
mantling program constructs. This overhead is not inherentcan dwarf the performance benefits of parallelization for

to the SLP approach, and we believe it could be eliminatedmemory-bound computations. Since locality optimizations

with tuning of the SUIF passes. Nevertheless, since it is are usually applicable for multimedia codes, optimizations

not identifying parallelism, the best results we could hope such as prefetching and tiling should be used in conjunction
for from the originalSLP compiler is no change from the  with the parallelization.

sequential performance. The analyses and transformations

in SLP-CF are crucial to exploiting superword-level paral- § Related Work

lelism in these codes.

There are several prior works on automatic paralleliza-
Discussion. The SLP-CF approach presented in this pa- tion for multimedia extensions [16, 15, 25, 5, 19, 4]. Two
per has demonstrated fairly significant speedups on eightdistinct approaches are used, that is, SLP and an adaptation
multimedia kernels for which the origin&LP compiler of vectorization technique. Extending vectorization tech-
was unable to exploit much parallelism. In the process of niques for conditionals has been addressed [4, 25], but there
this work, we learned a number of things. The performanceis no prior work describing how to parallelize conditionals
gain for superword-level parallelization in the presence of using an SLP-type approach.
control flow depends on a number of factors, related to If-conversion is described in [3, 2]. More recently, Park
both the underlying architecture and the input data set. Asand Schlansker describe an if-conversion algorithm that is
was discussed in [24], different instruction set features sup-optimal in terms of the number of predicates used and the
porting conditionals impact performance. In the AltiVec, number of predicate defining instructions [22]. We use this
the general mechanism sklectoperations requires exe- algorithm in our compiler. Ferrante and Mace describe
cuting instructions along all control flow paths and merg- restoring control flow back from if-converted code [10].
ing the results. When compared to sequential execution,However, their main focus is in generating a sequential
where branches around code constructs may reduce the ogzode from parallel intermediate representations. Vectoriz-
eration count, it is a tradeoff between parallelism and codeing compilers targeting multimedia extensions should have
with fewer branches versus less overall computation. In ex-a mechanism corresponding to aumpredicateunless if-
amples such a§Mwhere the number of branches taken is conversion is applied selectively only to the statements that
large, this can limit performance improvement. Also, the will be parallelized. Mahlke describes @edicate CFG
AltiVec ISA does not support a full set of general operations generatorwhich restores the original control flow from a
for all possible types. As examples, 32-bit integer multi- predicated hyperblock code [20]. We use his algorithm in
plication, unpacking unsigned integers and division are nottheunpredicatelgorithm when an instruction cannot be in-
directly supported in the ISA, requiring additional instruc- serted into the existing basic blocks.
tions. For 16-bit multipliesyec _-mule andvec _mulo The select instruction is described in many docu-
multiply even or odd numbered elements respectively in su- ments [9, 24, 21]. Bik and et. al. use a technique caiéd
perword registers, producing two superwords to promote maskingto combine definitions. However, their method is
the results to 32 bits. These even and odd multiplicationslimited to singly nested conditional statements [4]. Chuang
shuffle the data elements breaking the spatial adjacency ott. al. directly generatphi-instructionsfrom the CFG
data elements, requiring additional instructions to reorga-of a scalar code to resolvaultiple-definition problenin
nize the results. Bitwise selection causes another problem irthe architectures that support predicated execution [6]. A
conjunction with the inconsistency of scalar boolean value phi-instruction is a scalar analog of the superwsedect
and superword boolean values. Sometimes, the SLP cominstruction described in Section 2. Their approach is re-
piler may pack scalar boolean variables into a superword.lated to ours in that Park and Schlansker’s algorithm is also
Since the result of a scalar comparison is either O or 1 in-used to derive predicates for the phi-instructions. While
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phi-predication could be run as a pre-pass to SLP, the codeaange from 1.97X to 15.07X.

resulting from SLP would potentially contain remaining

scalar predicated instructions. In an architecture such as th ~ Acknowledgements

AltiVec, efficient code generation of the predicated scalar
instructions would require an algorithm akin to the unpredi-
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